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For further clarification, contact the distributor. Have available the make and model of all the equipment being supplied.

Digital Instruments Canada Inc.
26 Baraniuk Street,
St. Catharines, Ontario  L2N 1N5

Mobile:     905.327.4744
Phone:      905.937.9652
Fax:           905.938.7406
Toll Free:   866.884.7569

Contact:     John Rutkay
Email:        johnr@dicaninc.com
Web:        www.dicaninc.com

This unit will be equipped with a reversing colour camera system mounted in a secure, safe, functional area on the unit. A minimum of 3/4” 
diameter conduit for rear and side camera cable must be provided to protect cable in problem areas. The monitor will be mounted in a environ-
mentally appropriate area for maximum reversing viewing for the operator.

Where available, the equipment’s reverse circuit will activate the camera’s reverse signal. Where not available the reversing camera system will 
be installed in such as way that it operates when the ignition is on.

REVERSING CAMERAS

The following black & white camera and accessories shall be supplied or an equivalent:

Veilig Reversing Camera model number RDV-001, Black & White camera, 5.5" CRT High Definition, 130dgr camera with low-lighting LEDS, 
20m video harness and all standard mounting hardware.

CRT HIGH DEFINITION
5.5" CRT HIGH DEFINITION

 TWO CAMERA INPUTS / AV1/AV2 SHIFT / VIDEO INPUT SIGNAL: 1VP P/75-OHM

 ANGLE OF VIEW: LEFT AND RIGHT: 55DEGREES, DOWN: 35DEGREES, TOP: 15 DEGREES

 AUDIO OUTPUT: 0.3W / EARPHONE JACK

 POWER SUPPLY: 12VDC / POWER: ≤10W

 MAXIMUM RESOLUTION: 1440(H) X 234(V) 

 BRIGHTNESS: 300CD/SQM / CONTRAST: 150:1 / DOT PITCH 0.107 (H) X0.372 (V)

 LCD MODE: TFT ACTIVE MATRIX

 WORKING TEMPERATURE: -10/~+60 CENTIGRADE 

CAMERA
HIGH DEFINITION / LOW POWER CONSUMPTION / 130DGR WIDE ANGLE

 IR (INFRARED) 10 X LEDS

 AUDIO AND VIDEO OUTPUT SIGNAL

 4 PIN SOCKET WATER RESISTANT GRADE IP67 OF IEC529 CONNECTIONS

 VOLTAGE INPUT 8V – 12VDC

 VIDEO OUTPUT 1V (P-P) COMPOSITE / 75OHM

 POWER 1W

 ELECTRONIC SHUTTER

 SHOCKPROOF 6.8G

 WORKING TEMPERATURE -35/ ~+60 CENTIGRADE / HUMIDITY MAX 95%


