
i³DVR’s new 3-Axis color dome camera allows you to expand the potential 
viewing angles available regardless of where a camera is installed.  Our  
3- Axis camera lens’ can be freely adjusted within the following range: 
360° (Pan Rotation), ±45° (Tilt Rotation) and ±360° (Horizontal Rotation).  
The 3D bracket on our triple axis camera allows the camera to be 
manually panned as well as positioned horizontally and vertically.  Since 
images do not appear inverted even when the lens angle is set at a 
rotation of ±45°, the camera can be installed virtually anywhere.

Without the third axis, the picture in screen would look slanted. By 
turning, pivoting, and rotating the actual camera, you can straighten out 
your angle of view and the image becomes less distorted.

i³DVR International produces a range of camera products applicable for 
many retail, commercial and industrial applications.  From our standard color 
digital fixed models with day/night capability to full 3-axis pan/tilt/zoom 
performance, our cameras offer tremendous value to security and loss 
prevention professionals.  To learn more about our selection of cameras and 
features, please visit our website at www.i3dvr.com.

• 1/3” Sony Super HAD CCD
• 550 TVL Video resolution
• 0.05 lux
• 12VDC / 24VAC
• DC Iris Vari-focal Lens (F=4~9mm F1.5)
• DSP Digital Signal Processor

DEC135/DEC135P 3-Axis Color Dome Camera
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INNOVATIONS AT THE SPEED OF THOUGHT ®

[ App l i c a t i on  &  Bene f i t s  ]

[ F ea tu re s  ]

• Auto White Balance
• Back Light Compensation
• Auto Gain Control

[ I n t e l l i g en t  Fea tu re s  ]

3-Axis Color Dome Camera
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DEC135/DEC135P 3-Axis Color Dome Camera - Technical Specifications

•Safety Standard: FCC, CE

•3 years

•Signal System: NTSC, PAL
•Scanning System: 2:1 Interlace
•Synch System: Internal
•Image Sensor: 1/3” Sony Super HAD CCD
•Horizontal Resolution: 550 TVL
•Lens: DC Iris Vari-focal Lens (f=4~9mm F1.5)
•Total Pixels No.: NTSC: 811(H)x508(V)410K, PAL:795(H)x596(V) 470K
•Effective Pixels No.: NTSC: 768(H)x494(V) 380K, PAL: 752(H)x582(V) 440K
•Focus Mode: Manual
•Min. Illumination: 0.05 Lux
•Backlight Compensation (BLC), AGC, Flickerless: On/Off (DIP Switch)
•White Balance: Auto
•Scanning Frequency (H) NTSC:15.734 kHz, PAL: 15.625 kHz
•Scanning Frequency (V) NTSC: 59.94 Hz, PAL: 50Hz
•S/N Ratio: More than 48 dB (AGC Off)
•Shutter Speed: NTSC:1/60~1/100,000 sec., PAL: 1/50~1/100,000 sec.

•Video Output Level: 1.0 V p-p (75 Ohms composite)	
•Input Voltage: AC 24V (20V~28V) or DC 12V (10V~15V)
•Power Consumption: Max. 5W

•Housing Material: High Impact Plastic
•Operating Temperature: -10oC~+50oC
•Weight: Approx. 366g (12.9oz)
•Dimensions: 100x102 mm (3.9 x 4.0 inches)

•DEC135H/DEC135P 3-Axis Color Dome Camera Camera
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