
Two reader access control
• 2 readers per door allowing entry/exit or 1 reader allowing 
  entry only

Full stand-alone operation 
• Complete card database and all programming are saved to 
  non-volatile memory
• Can operate with backup battery

Multiple access levels

Weekdays, weekends, and revolving holiday schedules
•Two time intervals per schedule

Individual door-unlock schedules

Programmed via computer serial port
(RS-232 or TCP/IP)

Fully supervised 
(Low battery, tamper, and AC failure)

Door forced open activates reader sounder and sets off 
zone alarm if system is armed

[ I n t e l l i g en t  Fea tu re s  ]

i³DVR’s Portal Card Access System provides an extremely powerful, 
cost effective, integrated access control and facility management 
solution.  The system offers 2 door access controls and up to 32 doors 
when connecting to 16 control boards.  It’s a stand alone system that 
is very easy to install and operate by both the installer and the user.  It 
supports a 26 bit Wiegand access card or higher 46 bit input format.

Communication is possible via the RS-232 serial connection which is 
popular on most PCs using Windows O/S. However, a network  
communication is also possible via a module upgrade. Portal can 
handle 2,000 users. Driven by i³DVR’s proprietary software, the system 
provides an ideal, modular and expandable solution for commercial 
and institutional needs. It provides seamless integration with any of 
i³DVR Digital Video Management Systems allowing users to monitor 
video and card access information.  

The Portal Card Access System can integrate and provide valuable data 
of who, when, where, and for long the individual enters a premise.  It’s 
a great solution for managers of small businesses who need to keep 
track of employees without incurring high implementation costs. 

To learn more about the Portal Card Access System or to schedule a  
live demonstration please contact our Customer Care department 
today at 1.866.840.0004.

[ App l i c a t i on  &  Bene f i t s  ]

• Multiple access levels
• Individual door-unlock schedules
• Door forced open activates reader sounder 
  and sets off zone alarm if system is armed

[ F ea tu re s  ]

Portal

Portal Card Access System



Portal Card Access System - Specifications

Communication

System Capacities

Electrical Specifications

• The RS485 interfaces between different controllers and can be extended up to  
   4000 feet (1200 meters) at the baud rate 9600. (Single twisted pair, shielded, 
   18 to 22AWG)
• Communication to a host computer via RS-232 serial comport.  TCP/IP interface 
    with PC via RS-232 connection is an option

• Controller board requires 10.8 to 13.2 volts DC and draws approximately 250mA
• Transformer required: 24-28 AC, 40 VA, 1-3 Amp converts to 12 VDC via the 
    power supply board
• Input options: door contact, request to exit, general purpose, low battery, 
   AC fail, and tamper
• Control outputs four form C dry delay outputs and four electronic outputs (dry contact                                                                                                                                          
    relays 2A @ 30v DC (NC/NO)
• Battery required:  12 volt, 7.0 Ah rechargeable lead acid 

• up to 16 control panels enabling 32 card readers 
• 2, 000 card holders can access entries/exits 
• 2,000 event logs stored

•Typ i ca l  Sy s tem A r r angement :

Mechanical Specifications

Reader Technologies Supported

• Wiegand 26 and 46 bit standard
• RS-485 communication via TCP/IP (optional)

www.i3dvr.com
www.portalcardaccess.com
1.866.840.0004
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Programming panel via a computer
serial COM Port RS 232 or TCP/iP (Optional)Communication with up to 16 control panels via RS 485
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Package Contents:

2 - Proximity Readers
8 - Badge Cards
2 - Proximity Key Fobs
1 - Portal Card Access Controller Board
1 - Portal Chassis
1 - Power Supply Board
1 - Printed Manual
1 - 6 foot serial 9-Pin DB9 cable 
2 - Battery Brackets
10 - Resistors
4 - 6” Zip Ties
8 - 3” Zip Ties
5 - Screws
2 - Keys
1 - Software CD
2 - Battery Connector
1 - TCP/IP Convertor (optional)

• Operating environment : 0 to 70oC (35 to150oF)  and 20-80% 
    RH non-condensing
• Portal black metal cabinet:
	 - Surface mount
	 - Hinged door
	 - Door lock
	 - Space for one 12volt 7Ah rechargeable lead acid battery
	 - 6” (W) x 11.625“ (H) x 2.50” (D) 
	    152.4mm (W) x 92.08mm (H) x 8.26mm (D) 
	 - Control board dimensions: 130mm (W) x 195mm (H)  

•1 year

Warranty


